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another and the first troughs longitudinally aligned with one another, a second band-like element 
having alternating second peaks and second troughs, the second peaks longitudinally aligned 
with one another and the second troughs longitudinally aligned with one another and a third 
band-like element having alternating third peaks and third troughs, the third peaks longitudinally 
aligned with one another and the third troughs longitudinally aligned with one another the second 
undulating band-like element disposed between the first and third undulating band-like elements, 
and 

the plurality of interconnecting elements including first interconnecting elements and 
second interconnecting elements, each first interconnecting element having a first end and a 
second end, the first end circumferentially and longitudinally displaced from the second end, 
each second interconnecting element having a first end and a second end, the first end 
circumferentially and longitudinally Displaced from the second end, 

the first interconnecting elements extending between first peaks on the first undulating 
band-like element and second troughs Ion the second undulating band-like element, 

the second interconnecting elements extending between second peaks on the second 
undulating band-like element and third troughs on the third undulating band-like element, 

wherein the number of first peaMs separating circumferentially adjacent first 
interconnecting elements is less than theiriumber of second peaks separating circumferentially 
adjacent second interconnecting element^ 

40.(New) The stent of clahn 39, the Plurality of undulating band-like elements further 
comprising a fourth band-liker element hawng alternating fourth peaks and fourth troughs, 
the plurality of interconnecting elements further comprising third interconnecting 
elements extending between wurd^peakson^ band-like element and fourth 

troughs on the fourth undulating band-like element, 

wherein each second interconnecting element is separated from the third 
interconnecting element nearest to it by a single third peak and a single third trough. 
41 .(New) The stent of claim 40 where oqp third interconnecting element extends from every 
third third peak. 
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42.(New) 0 jhie stent of clai^n 39 where th^ interconnecting elements are linear. 
43 .(New) + The stent of claim 4o where the interconnecting elements are linear. 

44. (New) # The stent of claim 4 A where the interconnecting elements are linear. 

45. (New) The stent of claim 40 wherein the first band-like element is characterized by a first 
amplitude and the second band-like element is characterized by a second amplitude, the first 
amplitudeWeater than the second amplitude. 

46. (New) \ The stent of claim 1, the plurality of undulating band-like elements including a 
proximal uridulating band-like element of a single first wavelength and single first amplitude 
having alternating first peaks and first troughs, an intermediate undulating band-like element of a 
single second wavelength and single second amplitude having alternating second peaks and 
second troughsAand a distal undulating band-like element of a single third wavelength and single 
third amplitude Having alternating third peaks and third troughs, the intermediate undulating 
band-like element\disposed between the proximal and distal undulating band-like elements, and 

the plurality of interconnecting elements including first interconnecting elements and 
second interconnecting elements, each first interconnecting element having a first end and a 
second end, the first end circumferentially and longitudinally displaced from the second end, 
each second interconnecting element having a first end and a second end, the first end 
circumferentially and longitudinally displaced from the second end, 

the first interconnecting elements extending between first peaks on the proximal 
undulating band-like element and second troughs on the intermediate undulating band-like 
element, 

the second interconnecting elements extending between second peaks on the intermediate 
undulating band-like element and third troughs^on the distal undulating band-like element, 

wherein the first^nds onjhe jksfinterconnecting elements extend from every third first 
peak and the second ends of the second interconnecting elements extend from every third third 
trough. 

47. (New) The stent of claim 46Vvherein the plurality of undulating band-like elements 
further comprises a second distal undulating band-like element having alternating fourth peaks 
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and fourth troughs, the second distal undulating band like-element distal to the distal undulating 
band-like element, 

the plurality of intdjfconf^cting elements including third interconnecting elements 
extending between third peaks on the distal undulating band-like element and fourth troughs on 
the second undulating bancfttilce element, 

wherein each second interconnecting element is separated from the third interconnecting 

elem ent nearest to it by a single third peak and a single third trough, 
q ? 

I (New) The stent of claim-4 f T\vherein the interconnecting elements are linear. 
49. (New) \/he stent of claim 48 wherein the first and third amplitudes are greater than the 
i amplitude, and the first and third wavelengths are greater than the second wavelength. 

he stent of claim 1, the plurality of undulating band-like elements including a 



^ second ; 
'50.(New) 

first band-like element having alternating first peaks and first troughs and a second band-like 
element having alternating second peaks and second troughs, the first and second band-like 
elements adjacent one another, and 

the plurality of interconnecting elements including first interconnecting elements, each 
first interconnecting element having a first end and a second end, the first end circumferentially 
and longitudinally displaced from the second end, 

the first interconnecting elements extending between first peaks on the first undulating 
band-like element anu secondjteoughs on the second undulating band-like element, first 
interconnecting elements which are adjacent one another connected to each other via a first path 
along the first band-lika element, the first path having a first length, and via a second path along 
the second band-like element, the second path having a second length, wherein the first path 
length is different from t^e second path length. 

51 .(New) The stenl of claim sb wherq|n the first interconnecting elements are linear. 
52.(Nevw The stent of claim 51 wherein the first and seqpnd undulating band-like. elements 
are characterized by different ainplitudes.-- 
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